
Compression Coupler for Copper-Bonded Ground Rod, Pointed – CC58 (158010)

  

• Threadless compression coupler for use with pointed copper-bonded ground rods
• Inside of coupler is tapered so ground rod compresses during installation to form an irreversible conductive connection
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Part Number CC58

Article Number 158010

Material Silicon Bronze

Ground Rod Diameter, Nominal 5/8"

Length (L) 69.8 mm

Unit Weight 0.15 kg

Complies With IEC® EN 62561-2

Certifications CSA 46866
cULus
Qualifoudre
RUS

Standard Packaging Quantity 25 pc

UPC 78285630669

EAN-13 8711893017281

IEC® EN 62561-2 supercedes EN 50164-2.

CSA, CSA-US and C-CSA-US are registered trademarks of Canadian Standards Association. IEC is a registered trademark of the International Electrotechnical Commission. UL, UR,
cUL, cUR, cULus and cURus are registered certification marks of UL LLC.
 
WARNING
nVent products shall be installed and used only as indicated in nVent's product instruction sheets and training materials. Instruction sheets are available at www.erico.com and from
your nVent customer service representative. Improper installation, misuse, misapplication or other failure to completely follow nVent 's instructions and warnings may cause product
malfunction, property damage, serious bodily injury and death and/or void your warranty.
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